








(2) Insert a piece of 3/16 inch drill rod, 10 inches long into the
accelerator shaft bracket and through the hole in the lever.

(3) Move the transmission throttle control lever forward until it
stops. Tighten the locknut "A'' securely. This positions the acceler-

ator shaft.

Positioning the Accelerator Pedal

(1) Unsnap the accelerator pedal to shaft rod.

(2) Turn the threaded end of rod either in or out until an angle of
114 degrees is obtained between the floor of car and the flat face of
the accelerator pedal.

(3) This angle can be obtained with a protractor.

(4) After the correct angle has been obtained, connect the rod.

Remove the locating pin from the accelerator shaft bracket.

Setting the Bellcrank

(1) Inspect each carburetor to be sure the choke valves are open;
that the fast idle cams are released and the throttle valves are closed.
(2) Loosen the locking nuts "C'" and ""D'" (left and right bank car-

buretor rods).

(3) Back off the anti-stall adjusting plunger far enough to allow
the bellcrank to be pivoted.

(4) Pivot the bellcrank until a 3/16 inch piece of drill rod 3 inches
long can be inserted through the bellcrank hole and down into the in-
take manifold.

(5) Tighten the locking nuts "C' and '"D'" securely. Remove the 3/16
inch drill rod from the bellcrank.

(6) Push rearward on the accelerator shaft to throttle shaft lever rod

adjusting link, until the stop is reached. Tighten the locking not securely.
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Group 22 - WHEELS AND TIRES

The Hi-Speed Super Cushion Nylon Blue Streak tubeless tires (white

sidewall) (8.00 x 15) are standard equipment on the C-300G.

For Service Procedures, refer to Group 22 in the 1961 Chrysler and

Imperial Service Manual Supplement.

Group 23 - BODY AND SHEET METAL

The basic body to frame assemblies are similar to the RC-3 standard
body. The hood panel, and radiator grille are entirely different from
other Chrysler Models. The roof panel, windshield and rear glass,
for the Special Club Coupe are the same as used on other 1961 Chrys-
ler Special Club Coupe Models. The convertible windshield, folding

top and rear curtain are the same as used on the RC-3 convertibles.

The door and quarter glass and panels are the same as used on the
other 1961 Chrysler Special Club Coupe and convertibles, respectively,
except that new chrome moulding attaching holes must be drilled in
panels to correspond with the body trim mouldings, therefore, doors
and quarter panels should be obtained without moulding holes. The
rear deck lid has been modified with standard deck latch and lock as-

sembly with special spare tire motif. Use deck lid less holes, and

drill to suit.

Swivel seats are standard equipment on the Chrysler 300G. Separating
the four seats down the center of the car is a raised instrument control
console extending from the instrument panel all the way to the back of
the rear seats, as shown in Figures 12 and 13. The tachometer, front

window lifts, ash tray and lighter, are grouped in the console over the
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Fig. 12-Front Raised Instrument Control Console

transmission tunnel between the front seats, and the ash tray and
lighter are shown in between the middle of the rear seats, with both
window lift switches Installation, removal and servicing of body
component  are similar of the procedures in the 1960 Chrysler and

Imperial Service Manual

Group 24 - AIR CONDITIONING

The air conditioning is the same as RC-3 except that the suction and
liquid lines were rerouted plus an additional tube added for expansion

valve to the evaporator unit, due to the ram manifold engine.

Service procedures are the same as outlined in the 1961 Chrysler
and Imperial Service Manual Supplement, and the Chrysler Corporation

1960 Air Conditioning Service Manual.
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